CvicCenie 2

Préca s Connection

Generalny koncept

,warehouse connection” je pripojenie na Udajovy sklad s
priestorovymi idajmi, ktoré umozriuje zobrazenie idajov v
Geoworkspace

Warehouse A Warehouse B
ﬁ.l ﬁ.l

Nazov A Nazov B

GeoWorkspace

Warehouse Connections

Viacnasobné pripojenie datovych skladov (warehouse).
Kazdé pripojenie mdze ziskavat udaje zo $pecifickych zdrojov a
lokacif

Access Oracle CAD Mapinfo ArcView MS SQL TXT
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Connections a Stiradnicovy systém

Dva suradnicové systémy:

Suradnicovy systém udajov.

Suradnicovy systém geoworkspace.

View > GeoWorkspace coordinate system.

Déta z connections st on the fly transformované do stradnicového
systému Geoworkspace-u
Prednastavené je, ze GeoWorkspace stradnicovy systém je
nastaveny podla prvého vytvoreného pripojenia

Tools > options, general tab.

Match Geoworkspace and default Wwarehouse coordinate spstems

¥ When making frst cornestion

¥ When creating a new warshause

Read-write Connection

GeoMedia Professional podporuje
Microsoft Access.
Microsoft SQL.
Oracle.
Postgresql
WFS
Je mozné nastavit ich aj ako read-only
Ak je pripojenie read-write, je mozné editovat
grafiku (poloha) popisné informdacie (téma)

Read Only Connection

Priklady:
Modular GIS Environment (MGE)
MGE Segment Manager (MGSM)
MGE GeoData Manager (MGDM)
FRAMME
Microstation & AutoCAD (CAD)
ArcView
Arcinfo
Maplinfo
Text
Open Database Connectivity Data Sources (ODBC)
WMS
WCs




Vytvorenie Connections
* Warehouse > new connection...

Warehouse

New Warehouse

o
Connection Dialog
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Nastavenia Read-only Warehouse
Connections

= warehouse configuration utility sliZi na definovanie kltic¢ovych

vlastnosti read only connection
Kluc¢ové informdcie su ukladané do (.Ini) file.
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Priklad pouZitia .Ini siboru

Maplinfo ArcView
Suradnicovy = Suradnicovy
Systém (.csf) Systém (.csf)

L .ini file .inifile 4
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Tvorba .Ini Files

Define Warehouse Configuration Utility

1. Détovy server.
2. Informécie o warehouse.
3. Sdradnicovy systém.
- Warthouse nlmalon 4. Ulozenie .ini file.
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Connection Dialog pre ArcView

War > New C i for ArcView

1. Nazov.

2. Priecinok so Shape
files.

3. .ini stbor.
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CAD Connection

Vytvorena CSD schéma existuje

1. Warehouse > New
Connection...

2. CAD Connection typ

3. meno

Cowiasboumes CS0 ead

4. Cesta k CSD schéme

Display CAD Files
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Vytvorena CSD schéma existuje
D fee

1. Tools > Display CAD Files
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Lratatin s 2. CAD type
‘\ 3. Priecinok s CAD udajmi

Vyber stboru
Typ stboru
Sdradnicovy systém
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Display CAD Files
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Pripojenie textového stiboru - prehlad

* Formatted Text File

CAD connection néazov
| 3. Vyberwrstiev

4. Nastavenie legendy

* Podporované formaty mozu byt

zobrazené pouZitim nastroja

DefineText File Server Format a
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Definujte .TFD, priklad dat s pouzitim
,Fixed-Width“

Pozn.: Liniova geometria neméZe byt vytvorena priamo z
,Fixed-width Column Format“. MdZete pracovat s bodmi,
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Vyberte ,Column
format*.

Vyberte ,Row format*

Vyberte ,Geometry
type“.

Vyberte ,Sample text
file*.

Zakliknite (vysviette)

prvy riadok v ukazke
dat.

Kliknite na tlagidlo Set
From Preview.

Kliknite Next>

potom pouzit prikaz ,Merge' s funkciou REATEPOLYLINE ~ C€Z <F1> zobrazite napovedu a

pre vytvorenie linie z bodov. priklady.




Definujte .TFD, priklad dat s pouzitim
Fixed-Width“
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Cez <F1> zobrazite napovedu a
priklady.

Definujte .TFD, priklad dat s pouzitim
,Fixed-Width“
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Cez <F1> zobrazite napovedu a
priklady.
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Pouzite priestor
ukazky textového
stboru pre
zadefinovanie
zalomeni stipcov
atribltov v datach.

: Ak st v datach
neziadlce atriblty
a/alebo prazdne
miesta, mali by byt
definované ako
platné medzery.
Potom mézu byt
preskocené ked sa
definuji mena
atribltov.

2. Kliknite Next>

Kliknite do pola
X/Long/E-W Axis

Pouzite vodorovny
posuvnik nahladu
pre vyhladanie
atribltu X/Dizka.

V nahlade kliknite na
hlavicku stipca

atribltu pre hodnotu
X/Dizka.

Kliknite na tlacidlo
,Set From Preview".

Zopakuijte proces pre
nastavenie spravnej
hodnoty v poli
Y/Sirka. Kliknite
Next>

Definujte .TFD, priklad dat s pouzitim
,Fixed-Width“
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« fack. Fnich Cancel

Cez <F1> zobrazite napovedu a
priklady.

V3setky atributy st podla

5.

povodnych nastaveni

oznacené ako <Skip>
a budu preskocené, ak
nie je definované inak.

V nahlade kliknite na
hlavicku atributovej
tabulky.

Vpiste platné meno
atribitu do pofa
Attribute name.
Nastavte
zodpovedajci datovy
typ atribitu ,Attribute
data type“.

Kliknite na tlacidlo ,Set
attribute definition”

Kliknite Finish

Ste pripraveny vytvorit nové
pripojenie k datovému skladu.




